






We appreciate the opportunity to continue working with you on the landscaping plan for your 
neighborhood as we complete this important reliability project. 

Thank you. 

Sincerely, 

Sandra Gagnon 
Eversource Senior, Project Manager - Siting and Construction Services 

Cc: Pamela Monroe, New Hampshire Site Evaluation Committee 
Christopher Aslin, Counsel for the Public 
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SEACOAST RELIABILITY PROJECT
DURHAM, NH

SANDY BROOK DRIVE (WEST)
LANDSCAPE MITIGATION PLAN 1SCALE:  1 in. = 30 ft.

DATE:  JANUARY 23, 2020
PROJECT NO.:  04.0190999.01

FIGURE:

GZA GeoEnvironmental, Inc.
Engineers and Scientists

www.gza.com
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NOTES:
1. All locations and delineations are approximate only and based on available drawings, 

aerial photos, and site information. 
2. Dimensions and representations to be verified as follows: Eversource right-of-

way/structures and other project related information to be verified by Eversource; 
Private property information to be verified by property owner. 

3. Utilities and other site factors need to be verified in the field prior to installation of 
plantings or other mitigation. 

4. Planting locations are approximate. All plant locations to be verified on site prior to 
installation. 

5. Final plantings, locations, and specifications to be provided to property owner for 
review and approval. 

6. Specific planting varieties are subject to availability of planting stock. If requested 
varieties are unavailable a suitable replacement will be decided between Eversource 
and the property owner. 

7. Maintenance of plantings, such as watering, will be the responsibility of Eversource for 
one year plantings are installed. Eversource will provide maintenance and care 
instructions. 

8. All mitigation plantings installed by Eversource include a one-year warranty for plant-
ing survival in circumstances other than: under or over-watering, insect damage, snow 
damage, or natural disaster. 

9. No plantings will be installed within a 25-foot radius of overhead line structure footings. 
10. Limited plantings with a maximum mature height of 15-feet can be installed in the 

remainder of the right-of-way. 
11. An area/opening a minimum of 14-feet wide will be maintained for Eversource opera-

tions access to the right-of-way at road crossings, per the easement. 
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ACCESS
WILDFLOWER SEED MIX 
SPREAD BETWEEN PLANTINGS, 
APPROX. 2,800 SF

~

Quan.  LaƟn Name Common Name Size 
PlanƟng 
Depth 

7 Salix integra 'Hakuro nishiki' Dappled Willow 5 gallon 9 in. depth 
9 Salix integra 'Hakuro nishiki' Dappled Willow 10 gallon 15 in. depth 

PLANT LIST

(7) Dappled willow 

(9) Dappled willow 

~



 

SEACOAST RELIABILITY PROJECT
DURHAM, NH

SANDY BROOK DRIVE (EAST)
LANDSCAPE MITIGATION PLAN 2SCALE:  1 in. = 30 ft.

DATE:  January 23, 2020
PROJECT NO.:  04.0190999.01

FIGURE:
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 Sym. Quan.  LaƟn Name Common Name Size PlanƟng Depth 
Ml 5 Kalmia laƟfolia Mountain Laurel 3-4' height 1.5 Ō. depth 
Gd 6 Cornus racemosa Grey Dogwood 3 gallon 9 in. depth 
Cj 4 Juniperus chinensis 'Hetzii columnaris' Columnar Juniper 5-6' height 2 Ō. depth 
Bb 5 Vaccinium corymbosum Highbush Blueberry 5 gallon 9 in. depth 
Rt 5 Cornus sericea Red Twig Dogwood 5 gallon 9 in. depth 
Cn 5 Physocarpus opulifolius Common Ninebark 5 gallon 9 in. depth 
Sb 5 Lindera benzoin Spicebush 5 gallon 9 in. depth 
Hb 3 Gaylussacia spp Huckleberry 3-4' height 1.5 Ō. depth 
St 6 CoƟnus coggygria Smokebush 5 gallon 9 in. depth 
Bp 5 Juniperus chinensis 'Blue Point' 'Blue Point' Juniper 5-6' height 2 Ō. depth 
Wb 5 Ilex verƟcillata Winterberry 3-4' height 1.5 Ō. depth 
Cr 6 Rosa carolina Carolina Rose 2 gallon 9 in. depth 
Mk 4 Syringa patula 'Miss Kim' 'Miss Kim' Lilac 5 gallon 9 in. depth 
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NOTES:
1. All locations and delineations are approximate 

only and based on available drawings, aerial 
photos, and site information. 

2. Dimensions and representations to be verified as 
follows: Eversource right-of-way/structures and 
other project related information to be verified by 
Eversource; Private property information to be 
verified by property owner. 

3. Utilities and other site factors need to be verified 
in the field prior to installation of plantings or other 
mitigation. 

4. Planting locations are approximate. All plant 
locations to be verified on site prior to installation. 

5. Final plantings, locations, and specifications to be 
provided to property owner for review and 
approval. 

6. Specific planting varieties are subject to availabil-
ity of planting stock. If requested varieties are 
unavailable a suitable replacement will be 
decided between Eversource and the property 
owner. 

7. Maintenance of plantings, such as watering, will 
be the responsibility of Eversource for one year 
plantings are installed. Eversource will provide 
maintenance and care instructions. 

8. All mitigation plantings installed by Eversource 
include a one-year warranty for planting survival 
in circumstances other than: under or over-
watering, insect damage, snow damage, or natu-
ral disaster. 

9. No plantings will be installed within a 25-foot 
radius of overhead line structure footings. 

10. Limited plantings with a maximum mature height 
of 15-feet can be installed in the remainder of the 
right-of-way. 

11. An area/opening a minimum of 14-feet wide will 
be maintained for Eversource operations access 
to the right-of-way at road crossings however 
alternative access may be utilized, as needed.


